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MODEL/DESCRIPTION ILLUSTRATION PARTS LIST

MFP39SHBL - 39" Herringbone Firebrick

MFP44SHBL - 44" Herringbone Firebrick

MFP49SHBL - 49" Herringbone Firebrick

MFP63SHBL - 63" Herringbone Firebrick

1

2

3 4

MFP_SHBL-1  Base

MFP_SHBL-2  Rear Wall

MFP_SHBL-3  Left Side

MFP_SHBL-4  Right Side

MFP39FRBL - 39" Running Bond

MFP44FRBL - 44" Running Bond

MFP49FRBL - 49" Running Bond

MFP63FRBL - 63" Running Bond

1

2

3 4

MFP_FRBL-1  Base

MFP_FRBL-2  Rear Wall

MFP_FRBL-3  Left Side

MFP_FRBL-4  Right Side

MFP43STSHBL - 43” Herringbone 

MFP43STFRBL - 43” Running Bond

1

2 2

MFP43STSHBL-1  Base
MFP43STSHBL-2  Side

MFP43STFRBL-1  Base
MFP43STFRBL-2  Side

KITS AND ACCESSORIES
INSTALLATION INSTRUCTIONS FOR 
REFRACTORY FIREBRICK LINER KIT 

GENERAL INFORMATION 
Note: Panels are available for fireboxes ordered 
with the optional height kit. Extended height pan-
els are dedicated by adding -X to the part number 
(ex. MFP39SHBL-X). Panels come standard in 
Cream Color. Panels available in Gold (Original 
Buff Color). Gold brick designated by -G at the 
end of the part number (ex. MFP39SHBL-G). 
Panels available in Black. Black brick designated 
by -B at the end of the part number (ex. MFP-
39SHBL-B).

READ ALL THE STEPS BEFORE STARTING 
THE INSTALLATION

THE FIREPLACE SHOULD BE INSTALLED IN 
PLACE BEFORE BEGINNING THE INSTALLA-
TION OF REFRACTORY FIREBRICK LINER 
KIT.

ALL WARNINGS, PRECAUTIONS AND IN-
STRUCTIONS IN THE INSTALLATION AND 
OPERATION MANUAL PROVIDED WITH THE  
FIREBOX APPLY TO THESE INSTRUCTIONS.
If you encounter any problems, need clarification 
of these instructions or are not qualified to properly 
install this kit, contact you local distributor or dealer.

If any of these parts are missing or damaged, con-
tact your dealer for referral information.

For more information visit our website at www.mason-lite.com

NOTE: DIAGRAMS & ILLUSTRATIONS ARE NOT TO SCALE.
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Important: Moisten all brick panels and Mason-lite 
surfaces with a wet sponge prior to applying mortar 
for maximum adhesion.
Step 1:
Install Firebrick Hearth Panel. Make sure hearth 
area is clean and flat prior to installing the firebrick 
hearth. Prepare firebrick hearth underside with 
grout mix. Use a large trowel and spread evenly 
over entire surface. Position panel over hearth 
area making sure front edge is aligned flush to 
the front face of the hearth.

INSTALLATION INSTRUCTIONS

Step 2:
Prepare the Firebrick Rear Wall with mortar. Mor-
tar is required only at the top and bottom of 
the Rear Wall. The area between the bottom and 
top will have a gap due to the span from the bot-
tom rear wall to the upper edge of the downdraft 
diverter shelf (see Figure 2).
Apply mortar along full length of bottom edge at 
the front.

Step 3:
Prepare Side Panel with mortar mix. Apply mix to 
the whole rear surface of panel. The side panel is 
taller than the front opening so it needs to be in-
serted at an angle with bottom edge against side 
wall. Swing into position until flat against firebox 
side wall (Figure 4, page 3).
Gently tap the brick face with a rubber ham-
mer to seat the side panel properly. Do not hit 
too hard or the panel may get damaged if it is 
still curing. Do not hit rear panel since there will 
be a void behind it and may cause damage.  
A placeholder will be required to maintain the side 
wall in place while the mortar cures.

Figure 1 - Installing Bottom Hearth

Figure 2 - Applying Mortar

Figure 3 - Rear Wall Installed

IMPORTANT: 
Apply mortar 
mix along top 
and bottom 
edges.

Apply mortar 
along full 
length of 
bottom edge 
at the front.
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Step 4:
Install remaining Side Panel in like manner as 
with the previous (Figure 5).
Apply mortar along the full length at the inner 
seams as shown in Figure 6.

For MFP43ST See-Thru Units:
Install Firebrick Hearth Panel as in step 1. Install 
Firebrick Side Panels in like manner to step 3. 
Note: If optional Arches are installed, Firebrick 
Side Panels will need to be notched to clear the 
added material as shown in Figure 7.

Figure 4 - Installing Left Side Panel

Figure 5 - Installing Right Side Panel
Figure 7 - MFP43ST Sectioned Side View

Figure 6 - Apply Mortar at Inner Seams

Both surfaces of the side brick 
liners should be mortared to 
get good adhesion.

If Optional Arches 
are used, corner 
notching will be 
required on all 
four places.
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Figure 9 - Air Kit Installed

For Outside Air Kit Installations:
If requiring an outside air kit, the side in which you 
are installing outside air will require you to drill a 
4” dia. hole through the Firebrick Side Panel for 
Air Kit installation.
Note: When drilling through the brick panel for 
outside air kit, it needs to be done from the inside 
out so the bricks don’t pop out.
For illustration purposes, all references to outside 
combustion air access in these instructions rep-
resent a Right Hand installation. Depending on 
your requirements, you may opt to position the 
outside air kit at the left side in which case you 
need to adjust accordingly. Do not install the air kit 
any higher than the lower wall as shown. Outside 
combustion air needs to be drawn at the level be-
low the grate/fire.
Dimensions shown in Figure 8 are for reference 
only. It is best to cut actual opening required using 
fireplace side wall hole as template. Remove plug 
from fireplace if present.
A completed outside air kit installation is shown in 
Figure 9.

Firebox Screens:
A Fireplace Screen must be installed on any 
wood burning firebox before start up and first use 
of firebox.

7 1/4"

3 5/8"
4"

Figure 8 - Air Kit Installation Preparation

Wood Burning Instructions for start up and 
use:
Unit must have 28 days to cure fully before first 
use.  Start Up procedure must be followed to in-
sure the unit functions properly and is fully ready 
for standard use. 
Start Up Procedure is as follows: First Lighting - 
After construction is completed, all clements of 
the fireplace and chimney system must be com-
pletely dry. This means that the unit must stand 
without any firing for a minimum of 28 days.
First Lighting - The first fire must be small and 
well-controlled, started with a small amount of kin-
dling. Add no more than eight pounds of wood, 
preferably small logs not more than 3” (three inch-
es) in diameter. Do not let the fire burn for more 
than one hour.
Second Lighting - Start the fire slowly and 
gradually as you did with the first lighting, but 
this time you can burn up to ten pounds of 
firewood, probably four to five logs that are  
3” (three inches) in diameter. With the second 
lighting you can let the fire burn two hours - no 
more.
After First and Second Lighting - When the fire-
place has been properly cured with 1st and 2nd 
lighting, you will be able to add a full fuel load to 
the MASON-LITE which is about 10 to 15 pounds 
of firewood at any given time.


