
GAS BURNERS & LOGS

Virginiana 3-Burner Gas Log 36" pictured.

A modern play on vintage eleganceTraditional Gas Logs & Burner SetsTraditional Gas Logs & Burner Sets

LED Only
No Flame

You’ve built your dream fireplace, now allow us to enhance it.



Contemporary Drop-In
Burner - Vented Systems

Features Include
• Install in Trough or Open Face Wood Burning 

Fireplace

• Install Indoors or Under Covered Patio

• 110v System with Plug or Hard Wire Ready

• Gas Speci�c, Non-Field Convertible

• BTU Output = 15K BTUs per ft

• 5 Flame Height Adjustments

• Integrated LED Lights with App Controls

• Designed with ½" Re�ective Fire Glass

• Driftwood logs available (pictured below)

• Smartphone application

NG MODELS
LDB24L-EN*
LDB36L-EN*
LDB48L-EN
LDB60L-EN
LDB72L-EN
LDB84L-EN
LDB96L-EN

Rated
High

30,000
45,000
60,000
75,000
90,000

105,000
120,000

Rated
Low

20,000
30,000
40,000
50,000
60,000
70,000
80,000

Rated
Manifold
Pressure

3.5
3.5
3.5
3.5
3.5
3.5
3.5

Rated
Inlet
Min

5
5
5
7
7
7
7

Rated
Inlet
Max
10.5
10.5
10.5
10.5
10.5
10.5
10.5

Natural Gas Models
NG / LP
LDB24*
LDB36*
LDB48
LDB60
LDB72
LDB84
LDB96

Front
24
36
48
60
72
84
96

Rear
24
36
48
60
72
84
96

Depth
15
15
15
15
15
15
15

Minimum Fire Box Size
Height

20
20
20
20
20
20
20

Sizing Chart

Burner Size
24"*
36"*
48"
60"
72"
84"
96"

Pounds of Glass Media Used
10 lbs.
15 lbs.
20 lbs.
25 lbs.
30 lbs.
35 lbs.
40 lbs.

Measurement for Unit Size

Reflective Glass
LP MODELS
LDB24L-EP*
LDB36L-EP*
LDB48L-EP
LDB60L-EP
LDB72L-EP
LDB84L-EP
LDB96L-EP

Rated
High

30,000
45,000
60,000
75,000
90,000

105,000
120,000

Rated
Low

15,000
20,000
30,000
40,000
50,000
55,000
60,000

Rated
Manifold
Pressure

10
10
10
10
10
10
10

Rated
Inlet
Min
11
11
11
11
11
11
11

Rated
Inlet
Max
14
14
14
14
14
14
14

Liquid Propane Models

Figure 1 Figure 2

Place Opalescence burner in your �replace centering the base front 
to back and side to side. Centering the base allows the case to 
easily slide over the top of the base. (Figure 1)

Pull up on the handles located on the left and right side of the case. 
Lift the case and carefully place the case in the �replace covering 
the base. Larger units may require two people to install. (Figure 2)

Burner measures 14 7/8" deep x 5 7/8" high.

Easily Installed *Indicates a model that requires a special order.

Our Opalescence line transcends all styles 

and is suited to �t any Mason-Lite Fireplace. 

Creates ambiance with or without a �ame! 

Available in seven sizes and are easily installed 

indoors or under a covered patio.



Vent Free Systems
Enjoy the Largest Linear Drop-In Burner

Features Include
• Install in Trough or Open Face Wood Burning 

Fireplaces or Certi�ed Ventless Fireplace

• Install Indoors or Under Covered Patio

• 110v System with Plug or Hard Wire Ready

• Gas Speci�c, Non-Field Convertible

• 5 Flame Height Adjustments

• Integrated LED Lights w/ App Controls

• Designed with ½" Re�ective Fireglass

Operated with an SIT Pro�ame II control system including 

convenient �ame modulation on a sleek handheld remote.    

The Ventless burner features an IC controlled LED lighting that 

operates with a remote or easy-use app. Available in four 

convenient sizes, 24", 36", 48", and 60", the burner can be installed 

indoors or under a covered patio.

LED lighting shows multi-color.

• Natural gas or Propane

• 120VAC, 60Hz

• Direct Spark ignition

*Also available in Liquid Propane.

NG Models BTU High BTU Low

VFLDB24L-EN 16,000 10,000

VFLDB36L-EN 32,000 20,000

VFLDB48L-EN 39,500 27,000

VFLDB60L-EN 39,500 27,000



Lumiere: Traditional 
Vented Drop-In Burner

Features Include
• New Lumiere Log Technology

• Install in Trough

• Install Indoors or Under Covered Patio

• 110v System with Plug or Hard Wire Ready

• Gas Speci�c, Non-Field Convertible

• BTU Output Equals 15K BRU’s Per Foot

• 5 Flame Height Adjustments

• Integrated LED Lights w/ App Controls

• Designed with ½" Re�ective Fireglass

NG MODELS
LDBT48L-EN
LDBT60L-EN
LDBT72L-EN

Rated
High

60,000
75,000
90,000

Rated
Low

40,000
50,000
60,000

Rated
Manifold
Pressure

3.5
3.5
3.5

Rated
Inlet
Min

5
7
7

Rated
Inlet
Max
10.5
10.5
10.5

Natural Gas Models
NG / LP
LDB48
LDB60
LDB72

Front
48
60
72

Rear
48
60
72

Depth
15
15
15

Minimum Fire Box Size
Height

20
20
20

Sizing Chart

Burner Size
48"
60"
72"

Pounds of Glass Media Used
20 lbs.
25 lbs.
30 lbs.

Measurement for Unit Size

Reflective Glass
LP MODELS
LDBT48L-EP
LDBT60L-EP
LDBT72L-EP

Rated
High

60,000
75,000
90,000

Rated
Low

30,000
40,000
50,000

Rated
Manifold
Pressure

10
10
10

Rated
Inlet
Min
11
11
11

Rated
Inlet
Max
14
14
14

Liquid Propane Models

*Indicates a model that requires a special order.

The Vented Traditional Drop-In Burner is 

available in 48," 60", and 72" sizes.

The Lumiere is operated with SIT Pro�ame II 

control system including convenient �ame 

modulation in a sleep handheld remote.

With our new Lumiere log technology, Mason-Lite now o�ers a log system that 

integrates the burner tubes inside the actual logs giving the illusion of real logs 

burning in your �replace while still allowing for a contemporary look. This technology 

allows for better fuel e�ciency while still creating a fuller and more life-like �ame. The 

ceramic log mixture radiates more heat into the room with less �ame impingement, 

signi�cantly reducing sooting issues.



Traditional Log Systems

Features Include
• All burners include battery electronic ignition 

with remote (matchlight available for vented 
systems)

• Vented and vent-free meet ANSI standards

• Made in the USA

• Individually cast and hand-painted logs

• Cement refractory with reinforced steel �ber

• All systems available with natural gas and 
propane (no conversion in the �eld)

Our virginiana logs are made from casts of 

actual oak trees and, with great attention to 

detail, are hand-painted to give the realism of 

true wood-burning logs.

SIZE FRONT WIDTH DEPTH

MINIMUM FIREPLACE SIZES
HEIGHT BTU RATING NG BTU RATING LPBACK WIDTH

18"

21"

24"

30"

36"

42"

48"

30"

33"

36"

42"

48"

54"

60"

12"

12"

12"

14"

14"

14"

21"

14"

14"

14"

14"

14"

14"

14"

46K

65K

74K

102K

111K

120K

195K

41K

60K

66K

91K

106K

121K

190K

18"

21"

24"

30"

39"

45"

48"

Virginiana 3-Burner Gas Log 36" pictured.



Vent-Free Systems

Features Include
• Includes variable electronic burner and remote

• Turndown valve from 37,000 BTUs to 19,000 BTUs

• Meets Vent-Free ANSI standards

• Individually cast and hand-painted

• Available in natural gas and propane (no 
conversion in the �eld)

• Made in the USA

Using the same concept of cast oak logs, 

virginiana Vent-Free logs give the illusion of 

life-like logs for your �replace. And, to add to 

the realism of these logs, we include lava rock, 

black embers and platinum embers.

•  Variable Electronic puck remote

•  IPI electronic pilot ignition w/ manual
  or remote �ame adjustment

Gas Log 24"

Gas Log 30"



Lucent Vented Log Systems

Features Include
• Install into any �replace that is approved for 

burning wood

• Concealed valve and control system

• Available in Natural Gas and Liquid Propane – 
Non-�eld convertible 

• 6v ON/OFF or modulating electronic ignition

• Low BTUs while allowing for a fuller life-like �ame

NG MODELS
VGLC18-VEN
VGLC24-VEN
VGLC30-VEN
VGLC36-VEN

Rated
High

45,000
56,000
75,000
86,000

Rated
Low

30,000
35,000
45,000
55,000

Rated
Manifold
Pressure

3.5
3.5
3.5
3.5

Rated
Inlet
Min
5"
5"
5"
5"

Rated
Inlet
Max
10.5"
10.5"
10.5"
10.5"

Natural Gas Models

LP MODELS
VGLC18-VEP
VGLC24-VEP
VGLC30-VEP
VGLC36-VEP

Rated
High

38,000
54,000
76,000
85,000

Rated
Low

18,000
30,000
40,000
48,000

Rated
Manifold
Pressure

10.5
10.5
10.5
10.5

Rated
Inlet
Min
11"
11"
11"
11"

Rated
Inlet
Max
14"
14"
14"
14"

Liquid Propane Models

Mason-Lite is o�ering  an even more realistic 

log system to our line-up. Available in sizes 

18”, 24”, 30”, and 36”.

New technology lets 

us o�er a log system 

that integrates the 

burner tubes inside 

the actual logs, giving 

the illusion of real 

logs burning in your 

�replace while still 

allowing for a true 

look of wood 

burning. This 

technology allows for 

better fuel e�ciency 

while still creating a 

fuller and more 

life-like �ame. The 

ceramic log mixture 

radiates more heat 

into the room with 

less �ame 

impingement, 

signi�cantly reducing 

sooting issues.



6391 Jurupa Ave., Riverside, CA 92504 | 800.345.7078 | info@Mason-Lite.com | Mason-Lite.com


